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UTP Solid Cable CAT. 6, 24 AWG, 4 Pairs,
box of 305 meters

Description:
Extended frequency to 100 MHz, 4 x 24 AWG - UTP PVC Cable. Backy Wald mnwmbmwmh all CAT. 5, SE
and CAT. 6 products and application. Guarantee full-duplex and crc /alues. RoHS compliant Solid
bare copper conductuors insulated with polyolefin.

CABLE DESCRIPTION

ONDUCTOR
I
| Solid Bare Copper
iameter (mm) | 0,51£0,01
SULATION
| PE
[Diameter (mm) | 09120,05
[Min. Thickness (mm) | 016
SPECIFICATIONS: [3 - PAIRS
olor Code
air 1 Blue/White - blue strip
air 2 Orange/White - Orange Strip
air 3 Green/White - green strip
Pair4 brwon stripe
[4- CENTRAL ELEMENT
[
- JACKET
pe | PVC
Il Di @m) | 58203
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Spec Sheet
QP-56804

TECHNICAL DATA - PHYSICA

1. Color bend Test

-204 2°C X 4hrs no. Crack

2. Dielectric Strenght

AC 1,7 Kvfor 25

3. Insulation

Before Aging |

After Aging

Min Tension strengh (psi)| 2400 75% before aging (100°C x 48hrs)
Min ) 300 | 75% before aging (100°C x 48hrs)

4. Jacket
Min Tension strengh (psi)] 2000 | 85% before aging (100°C x 240hrs)
Min elongation (%) 100 | 50% before aging (100°C x 240hrs)

5. Min bending Radius (mm) 47
6. Max. Pulling tension 25
7. Installation temperature -10°Cto +60°C
8 Operating temperature -10°C to +60°C

TECHNICAL DATA - ELECTRIC;

1. DC resistance unbalance (%) Max 4

2. Pair togi it balance (pF/km) [Max. 1600

3. Delay skew (ns/100m) Max a5

|4. Insertion loss (dB/100m) Max. | 1,967 *vf +0,023* 0,1/vf

5. Pair to Pair NEXT (dB/100m) Min. [ 653-15*log(f)

6. PowerSum pr-pr NEXT (dB/100m) Min. | 62,3-15*log(f)

7. ELFEXT (dB/100m) Min. 64-20% log (f)

8. PowerSum ELFEXT (dB/100m) Min | 61-20*log(f) | 1<f<100MHz

9. Return Loss (dB) Min. [ 20+5*log(f) 17 <10MHz

2 10<f<20MHz

25-7*log(f/20) | 20<f<250MHz

10. (ns/100m) Max 534+ 36/f 1 5250MHz

11. Input @ 100£15% 15f<100MHz
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QuUALITY PRICE

IEC6115 ontal cable parameters
Fre Ins. L Power Sum Po. Del:
oy | oroom| RL@® [ NEXT T erext | Next ] erext | ol
(dB/100m) (dB/100m)
Max. Min. Min. Min. Min. Min.
[ 2,1 20 750 68,0 723 65,0
4 38 23 663 56,0 633 53,0
10 60 25 603 48,0 57,3 450
16 76 25 57,2 39 542 409
20 85 2 558 42,0 528 39,0
3125 | 107 | 236 | 529 38,1 49,9 35,1
625 | 155 | 215 | 484 321 454 29,1
100 | 199 | 201 453 28,0 423 250
200 | 291 | 18 408 220 378 190
250 330 173 393 20,0 363 170

Features:

Standards: Certifications:

~International: IEC 61156-5 edit 2.0
- North Ameri
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