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pnd S WLV Spec Sheet

QUALITY PRICE

Patch Cord
Category 6A

Construction:

Stranded bare copper conductors insulated with foam
thermoplastics polyolefin. Two insulated conductors
twisted together form a pair shielded with
Aluminum/polyester foil. Four such pairs cabled to
form the basic unit. Aluminum Polyester Tape overall
the 4pairs. Overall jacket with PVC compound.

Reference Standards:
Cable: I[EC 61156-6

Reference Standards:
0P-6A0140G/QP-6R0320G size: 20ANG
Patch Cord CAT. 6A  Dlameter. 710.15250.01mm

2. Insulation
- Type: Foam PE
- Diameter (mm): 1.04+ 0.05
CABLE BINDING SPECIFICATION - Min. Thickness (mm): 0.25
NOTE : EACH CABLE PACKED IN A PE BAG

3' Pairs P‘in1 WHT/ORG Pi’?z
- Pair 1 Blue / White 2 e 2
- Pair 2 Orange / White 9 2. &
- Pair 3 Green / White 6 GRN 6
- Pair 4 Brown / White i M &
S DRIN WIRE S|

4. Shield
- Tinned copper drain wire : 7/0.16 £0.008mm
- Type (each Pair Shielded):
Aluminum Polyester Tape
, M, 100mm - Type (Overall braiding) :
| Aluminum Polyester Tape

5. Jacket
ALUMYLAR FOIL = Type: PVC
CONDUETOR = - Overall Diameter (mm): 5.7+ 0.3
- Avg. thickness (mm): 0.52
- Min. thickness (mm): 0.47

~ALUMYLAR FOIL

JACKET —,

== hisUALTION 6. No. Description. Material. Finish.
|| 1. 50u Rj45 Plug PC
£ DRAIN WIRE (Shielded)
2. Cable PVC/LSZH Cat. 6
Patch Cord
3. Assembly S.R PVC
4. Magic Band PVC




